
Purlin
Size

Thickness
(in)

Liplb/ft GAUGE WEB FLANGE

Z6x2.5-18      0.047         1.94          18      6.00       2.50    0.58

Z6x2.5-16      0.059         2.41          16      6.00       2.50    0.62

Z6x2.5-14      0.075         3.03          14      6.00       2.50    0.66

Z6x2.5-12      0.094         3.83          12      6.00       2.50    0.70

Z8x3-16      0.059         3.02          16      8.00       3.00    0.58

Z8x3-14      0.075         3.86          14      8.00       3.00    0.70

Z8x3-12      0.094         4.87          12      8.00       3.00    0.78

Z10x3-14      0.075         4.37          14     10.00       3.00    0.70

Z10x3-12      0.094         5.48          12     10.00       3.00    0.78

Z10x3-11      0.118         6.94          11     10.00       3.00    0.78

Z12x3-14      0.075         5.40          14     12.00       3.00    0.78

Z12x3-12      0.094         6.78          12     12.00       3.00    0.78

Z12x3-11      0.118         8.57          11     12.00       3.00    0.78

W (± 0.078 in) F (± 0.078 in) (± 0.078 in)

C PURLIN
The C profile is a reliable and efficient structural 
element characterized by its "C" shape. It offers 
excellent stability and resistance to bending, making it 
a popular choice for roofing and structural 
applications. 

member
Miami Metal Deck 16000 NW 49th Avenue, Suite A, Miami Gardens, FL 33014 

Phone: 305.760.2575             Fax: 305.974.4431
www.mmdeck.com 

Z PURLIN
The Z profile is a versatile and robust structural solution 
distinguished by its "Z" shape. Its unique design 
provides enhanced load-bearing capacity and 
stiffness, making it an ideal choice for applications that 
require higher strength and stability.

Purlin
Size

Thickness
(in) Liplb/ft WEB FLANGE

C4x2-20       0.039         1.20          20      4.00      2.00    0.472

C4x2-18       0.047         1.41          18      4.00      2.00    0.472

C4x2-16       0.059         1.76          16      4.00      2.00    0.512

C4x2-14       0.075         2.21          14      4.00      2.00    0.551

C4x2-12      0.094         2.82          12      4.00      2.00    0.551

C5x2-20      0.039         1.35          20      5.00      2.00    0.591

C5x2-18      0.047         1.59          18      5.00      2.00    0.591

C5x2-16      0.059         1.99          16      5.00      2.00    0.591

C5x2-14      0.075         2.50          14      5.00      2.00    0.630

C5x2-12      0.094         3.19          12      5.00      2.00    0.630

C6x2.5-18      0.047         1.94          18      6.00      2.50    0.591

C6x2.5-16      0.059         2.41          16      6.00      2.50    0.630

C6x2.5-14      0.075         3.03          14      6.00      2.50    0.669

C6x2.5-12      0.094         3.83          12      6.00      2.50    0.709

C8x3-16      0.059         3.02          16      8.00      3.00    0.591

C8x3-14      0.075         3.86          14      8.00      3.00    0.709

C8x3-12      0.094         4.87          12      8.00      3.00    0.787

C10x3-14      0.075         4.37          14      10.00      3.00    0.709

C10x3-12      0.094         5.48          12      10.00      3.00    0.787

C10x3-11      0.118         6.94          11      10.00      3.00    0.787

C12x3-14      0.075         5.40          14      12.00      3.00    0.787

C12x3-12      0.094         6.78          12      12.00      3.00    0.787

C12x3-11      0.118         8.57          12      12.00      3.00    0.787

W (± 0.078 in) (± 0.078 in)F (± 0.078 in)

GAUGE

Miami Metal Deck makes no representation or warranty with respect to any 

information contained in this catalog, including but not limited to the accuracy, 

completeness, or suitability of such information for any particular purpose or use. 

Miami Metal Deck expressly disclaims any and all warranties, expressed or 

implied. By making this information available, Miami Metal Deck is not rendering 

professional services, and assumes no duty or responsibility with respect to any 

person making use of this information. The information presented in these tables 

is intended solely for commercial purposes. Any party using the information 

contained in this catalog assumes all liability arising from such use.
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